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SK201 Built-in tablet PC 
Touch screen ELISA Reader

SK202 ELISA Reader

Wavelength

Light source

Reading range

Well Coincidence

Linearity

Repeatability

Measuring system

405nm, 450nm, 492nm, 630nm, can modified by requirements

high light LED, >100,000 hours

0.000-4.000 Abs

<0.015A

r>0.999

<0.3%

8-channel optical system, quantitative and qualitative test

External printer, multi-form patient report

Wavelength

Light source

Reading range

Well Coincidence

Linearity

Repeatability

Measuring system

405nm, 450nm, 492nm, 630nm, can modified by requirements

 high light LED, >100,000 hours

0.000-4.000 Abs

<0.015A

r>0.999

<0.3%

8-channel optical system, quantitative and qualitative test

External computer, large storage for 1000 test item and 1,000,000 results

10.4 inches color touch screen, 
built-in portable computer
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SK303 ELISA Microplate Analyzer

Reading system

Linear range

Linearity

Accuracy

Reproducibility of analysis

Microplate reading speed

Quality control function

Power requirement

Measurement

Weight

8 independent photometric channels

0.0004-4.000A

±10%

±0.01A

CV<0.5%

monochromatic 5s and bichromatic 10s

QC data and curve available

220×(1±10%)V, 50×(1±2%)HZ; 100VA; fuse plug Φ5x20 2A

430mm×340mm×177mm

8.1kg

Calculation mode
Line,Interpolation, Liner Regresion,Semi-logarithm, Logarithm, Logit-log,Quadratic

Interference filters
4 pricision filters 405nm,450nm,492nm,630nm.Or optional.(max 10 filters,400-800nm)


